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Germicidal lamps provide effective protection against microorganisms. A small cross-section is shown below.

ORGANISM

Bacillus subtilis spores
Bacteriophage
Coxsackie virus
Shigella spores
Escherichia coli

Fecal coliform
Hepatitis A virus
influenza virus
Legionella pneumophila
Salmonella typhi
Staphylococcus aureus

Streptococcus spores

ALTERNATE NAME
B. subtilis
Phage

Infectious Hepatitis virus
Flu virus

TYPE
Bacteria
Virus
Virus
Bacteria
Bacteria
Bacteria
Virus
Virus
Bacteria
Bacteria
Bacteria

Bacteria

DISEASE

Intestinal infection
Bacterial Dysentery
Food Poisoning
Intestinal infection
Hepatitis of the liver
Influenza
Legionnaires' Disease
Typhoid Fever

Food Poisoning,

Toxic Shock Syndrome, etc.

Strep throat

The dosage necessary to inactivate a microorganism is a product of time and intensity.
When used as directed to disinfect clear water, the U.V. Models referred below provide an

ultraviolet dosage in excess of 30, 000 microwatt seconds per square centimeter ( WSec/cm2).

MODEL GPM
S14, MP13 2
S17 , MP16 3
S23 , MP22 6
S37B , MP36B 12

S50B , MP49B 20

GPH

120
180
360
720

1,200

INLET & OUTLET REPLACEMENT

SIZE LAMP(s)
%" NPT 051400
%" NPT 051098
%" NPT 051097
1" NPT 051343
1-% " NPT 051334

SPECIFICATIONS FOR STANDARD MODELS

POWER
CONSUMPTION

14 Watts
18 Watts
24 Watts
44 Watts

54 Watts

WSec/cm
22,000
6,600
6,300
4,200
6,600
6,600
8,000
6,600
12,300
7,000
6,600

3,800

UNIT DIMENSIONS (inches) SHIPPING DATA
Length  Width Height GROSS NET CUBIC
WT. WT. inches
141/4  51/2 81/4 10 7 12.5
1712  51/2 81/4 11 8 14.3
2312 5112 81/4 14 11 17.9
3712 5112 9112 29 23 40.6
5012 7 9112 36 29 52.5

OPTION: In line Sanitizer Sump for sanitizing water lines annually downstream from U.V. assures disinfection against reverse
migration of germs in faucets and taps.

WARRANTY: Limited full 1 year from date of installation. See your Authorized Aquathin Dealer for details.

Distributed by:

AQUATHIN® CORP.

AQUATHIN® BUSINESS CENTRE
950 South Andrews Avenue

Pompano Beach, Florida 33069 U.S.A.
www.aquathin.com

Water
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= SPECIFICATIONS FOR STANDARD MODELS

T 1 T ]
| [ - UNIT DIMENSIONS (INCHES SHIPPING DATA
MODEL |Gpm.| e, | INLET and® REPLACEMENT  POWER " | BRSO 2
TR PN OUTLETSIZE. LAMP(S) | CONSUMPTION  Length | Width | Height | OrossWe| NetWe |\
el T el Lo B Bzl | TEENt | (tbsy | (ths)' | -
Si4 2 120 1/2" NPT 051400 14 Watts 14} S5h 8 10 7 12.5
sl VI | ! ! il ; o ! = ! ! I
SI7 3 | 180 | 3/4" NPT 051098 | 18 Watts I 17: | 5% 8/ 11 g | 43
S23 6 360 3/4" NPT 051097 24 Watts 23} 5 8/ 14 11 17.9
S37B 12 1 720 1" NPT 051343 | 44 Watts | 37, 5k 9h ||| 22 23 406
S50B 20 | 1,200 1" NPT 051334 54 Watts 50} 7 9 36 29 52.5
524008 40 2400 2"NPT 051311 i 140 Watts 52 | 17 1 52 | 42 i 89.6
ss0008 D 83 5000 2'NPT el 280 Watts | 524 2 e | 116 | 8 180
=t W8 H et | e Il i : il . i
51000087 1g6 10000 2'NeT | RLL | seowas | s2% | 21 34% | 267 | 188 430
51500082 250 15000 2'NPT ey 840 Wates | 52/ 2l 53% | 400 | 263 | 675
 — T s | ' f i
I 520:0003® 333 20,000 __2 NPT | @Lamps) ! 1120 Watts ‘ 52'/4 __ _2[ ' TP ‘ 534 _ 396 . 860
5250008 416 25000 2'NPT L 1400 Wates | 52/ | 2 90/ | 670 = 520 | 1105
(D Two S2400B's connected in series, | inlet and | outlet. * Maximum recommended operating pressure for all purifiers is 100 p.s.i.
(@) Two 55,000B's connected in parallel, 2 inlets and 2 outlets. + Pressure drop at maximum recommended flow rate is less than 5 p.s.i.
(3 Three S5,000B's connected in parallel, 3 inlets and 3 outlets. * 120 Volt 60 Hz and 220 Volt 50 Hz units are standard,
(@Four S5,0008's connected in parallel, 4 inlets and 4 outlets. * |2 and 24 Volt DC units also available.
(& Five S5,000B's connected in parallel, 5 inlets and 5 outlets. « Sanitron™ is available for operation on public power supplied throughout the world.
(®All inlets and outlets are male pipe threads. + Consult factory with specific power requirements.

(1) Total power consumption including ballast loss.

w— COMMERCIAL & INDUSTRIAL SYSTEMS — —

Sanitron™ systems of 5,000 g.p.h. and higher utilize interchangeable single lamp chambers.
This modular configuration offers advantages found only in Sanitron™ high-capacity systems.

= * Flexibility
/ System components are readily reconfigured to
meet changing flow and process requirements.

* Independent Monitoring
Single lamp chamber design enables separate
output monitoring of each ultraviolet lamp.

* Standby Capacity
Reserve chambers permit shutdown or
replacement of individual components
without interruption of service.

Special Options
Protective Coating - for seawater & corrosive environments.
Type 316 Stainless Steel - to satisfy special requirements.
Sanitary & Custom Fittings - for system compatibility.

Special Configurations - for TOC and ozone reduction. Model $15.0008
(15,000 g.p.h.)

Meodel 10,0008
(10,000 g.p.h.)






